


The worlds first locking HDMI connector, designed to combat the problem 
of HDMI cables falling out of the appliances. With the new range of Con-
sumer AV cables, PPC offers our partners a high quality product range for 
the profitable consumer electronics market. PPC cables are manufactured 
to SCTE standards with the quality and attention to detail the market has come 
to expect from us.

PPC has extended the range of compression connectors with the 
most popular interfaces 
used with RG11 cables.  
A very cost effective con-
nector solution, especially 
for Drop installations 
where RG11 cable is used.  
The short body of the con-
nector allows installation 
in confined spaces.

PPC HDMI Cable.

Compression 11 series.
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Latest releases

PPCs new EASYSWIVELTM locking nut system allows for 
a shorter design and makes installation easier and faster 
when only one wrench is used.

As the connector is 
tightened into the female, 

the nut is pushed back.

Responding to demand from the marketplace, PPC has designed a completely new class of jumper which takes power capacity and
shielding effectiveness to new levels. Designed for cabinet installations, PerfectShieldTM stays in shape when bent, making it easier to organize 
the cabling, without compromising shielding effectiveness. 

The PerfectShieldTM jumper features:
•	 25 Amp continuous current capacity.
•	 Spiraled copper outer conductor delivers
	 Class A++ (>120dB) shielding effectiveness.
•	 Solid copper inner conductor.
•	 Better than –30 dB return loss to 1 GHz.
•	 Better than –20 dB return loss to 3 GHz.
•	 Jumpers made to measure in our own factory.
•	 Very easy to install and route in the cabinets, as it
	 stays in place after bending.
•	 Interfaces available include 5/8 Male/Female,
	 3,5/12 Male/Female, IEC Male, F Male.
•	 NEW 5/8 Male EASYSWIVELTM - Only one nut and
	 one wrench for tightening.

PerfectShieldTM jumpers.

For more information please contact PPCs European-wide sales force.

The nut pushes down 
on the slotted retainer ring. 
The force between the two 

locks the nut in place.
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